
x1

支架*2+2  螺丝*4
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双面印刷，Z字型折叠，112*112mm
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预装LGA115X支架X2

Bracket*2+2 + screw *4

LGA115X

B3 LGA1700支架*2B2 AM4支架*2

B1 长螺丝*4

B1 Long screw*4

B3 LGA1700 Bracket*2B2 AM4 Bracket*2

拆下预锁LGA115X支架 拆下预锁LGA115X支架

Remove the pre lock
 LGA115x bracket

Remove the pre lock
 LGA115x bracket

A

A

螺母

screw nut

1700安装孔
115X安装孔

115X
mountinghole

1700
mountinghole
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/1200

X
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 B1长螺丝

反向安装

 B1长螺丝

反向安装

 B1 Long screw

Reverse
installation

 B1 Long screw

Reverse
installation

使用B1长螺丝

use B1 long screw use B1 long screw

AB3

AB3

拆下散热器预装的背板及LGA115X的支架，将LGA115X的双头螺丝换装
在LGA1700支架上，将CPU涂好导热膏，将预锁好的散热器按对应的
孔位装在主板上，

B2

B2

B2

B2

B3

B3 1700支架

B3

B3 1700 Bracket

压住CPU散热器在主板背面安装背板，注意背板方向: AM4为贴合主板面,
用螺母辅助工具将螺母固定主板底面螺丝,注意背板贴合主板方向必须
粘贴绝缘片。如遇到主板背部有供电干涉的情况，请使用B1长螺丝反向
安装背板, LGA 115X为贴合主板面，将螺母固定主板底面螺丝。

Remove the pre installed back plate of the radiator and the support of lga115x, and 
replace the double head screws of lga115x，On the lga1700 bracket, coat the CPU with 
heat transfer paste, and press the pre locked radiator according to the corresponding
The hole position is installed on the main board


