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parts list

A\ Heatsink x1 B Fanxl (plus x2) |C LGA115X/1700 Backplate x1
* w\gj : i
115X/1200
D INTEL Bracket x2 E AMD Bracket x2 F FAN Clipx4 QG stsndoff x4

“%

Thermal

J AM4 Screw x4 K Greasa x1

AV

Rubber Padx4
L (use for plus)

M Screw x4 | NPlastic Washer X4

<&

AM4

Wire x1
1700 Standoff x4 P (use for plus) Q stsndoff x4

AMD AM4

Remove plastic retention bracket,but keep the backplate;secure the
brackets using the AM4 screws.

Apply a thin layer of thermal grease;and then secure heatsink.

INTEL LGA115X/1200

115x mounting hole
Q D

Install the INTEL back plate from the back of motherboard,then place plastic
standoffs from front side of motherboard, install INTEL metal brackets with

screws

Apply a thin layer of thermal grease; and then secure heatsink.

INTEL LGA1700

M’ B 1700 mounting hole
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Install the LGA1700 back plate from the back of motherboard,then place plastic
standoffs from front side of motherboard,install LGA1700 metal brackrts with

SCrews

Apply a thin layer of thermal grease; and then secure heatsink.

Fan wiring

Mount the fan(s) with the fan clips,Using dual fan, the
rubber pad is attached to the radiator air outlet

Fan Wiring

Insert 4-pin PWM fan header in CPU_FAN socket on
motherboard, use Y-cablet to sync fan speed for
dual fan setup.

For Fans with ARGB lighting,To control the ARGB lighting,
connect ARGB lighting header(3-pin +5V) to motherboard
ARGB lighting socket or ARGB lighting controller,lighting
effects can be sync by connecting fan lighting headers
with each other




